
How to use shims correctly with the side rails - ARM01

When to use these instructions: 
a)If the cover opens unexpectedly when the vehicle is driving on a bumpy road.

Before attempting this adjustment, read the instructions carefully and fully. 

1. Pull the unlocked curtain to the back of the vehicle.
2. Push the end slat all the way to one side (see figure 1).

3. Hold the cover over to the side and using the supplied shims, measure how many you will 
need to fill the gap at the other side (the shims must be able to slide freely in the gap – see 
figure 2).

4. Release the curtain back to the open position.  Using the required shims, loosen the clamp 
on one side of the vehicle and place the shims between the side rail and vehicle (as shown in 
figure 3).



5. Re-tighten the clamp and then test the operation of the Roll Top cover (it must roll freely).

6. If the cover is too tight when it rolls, use thinner shims.

7. When the clamps are tightened, pull the cover back into the closed/locked position and push 
the rear slat from side to side. There should no more than 1mm of play. If there is more than 
this, increase the thickness of shims and repeat the steps above.

8. Test drive the vehicle to ensure that the problem is solved.

9. If the amount of play is correct and you are still experiencing problems, it may be necessary to 
adjust the locks. This can be done by following instructions ARM02. These can be found on the 
downloads part of www.armadilloroltop.com or can be emailed to you. Please call 01905 
670033 to request this.

For further assistance, please contact us on 01905 670033 (option 1) or visit our support site at 
www.armadillorolltop.com
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