
How to adjust the locks on an Armadillo Roll Top Cover - ARM02

When to use these instructions: 
a)If you have a gap between the rear slat and the tailgate of the truck, it may be necessary to make 
adjustments to the locking system to allow the cover to be pulled back tighter to the tailgate.
b) If the lock has come open whilst driving AND the shimming instructions (Document ARM01) have 
been followed, then it may be necessary to follow these instructions.

Before attempting this adjustment, read the instructions carefully and fully. 

1. Identify the slot in the side rail into which the locking bars locate when closed. To do this, 
slide the cover forward and look into the side rail at the rear end. The slot is shown in the 
picture below (left).

2. Within this slot, there is a white nylon block which can be slid forwards and backwards to 
make the hole larger or smaller. You can see this in the image above (right).

3. The nylon block is moved by slackening the retaining screw on the underside of the block as 
shown below. This screw will need to be tightened when you are satisfied that the white block 
is correctly located. 

4. Once these parts have been identified, it is 
important to ensure that the white block is 
located so as not to block off the slot by being 
too far to the rear of the vehicle OR that it is 
not located too far forward so as to leave a 
gap at the tailgate end when the shutter is 
closed.

5. To do this, push the white block forward so 
that the hole is fully opened. then pull the 
shutter back so it is tight against the tailgate.



5. Continued..
Whilst holding the cover in this position, lock the cover so the locking bars are fully extended. 
Continue to hold the cover in this position. Now have someone slide the white block towards 
the rear of the truck using the screw underneath in No.3 above. The bock should stop when it 
hits the locking bars. For best results leave approximately 2mm of play so the locking bars 
engage fully. Do this to both sides.

6. Tighten the retaining screw to hold the block in place and check that the lock is secure. Secure 
the white block using a screw or rivet in the hole shown to the left of the screwdriver in the 
image above (page 1).

7. Take the vehicle on a test drive and ensure that the cover stays locked over bumps. If you have 
followed the procedure correctly and still have a problem with the cover opening unexpectedly, 
then you will need to follow the shimming instructions - ARM01. These can be viewed in the 
support section of www.armadillorolltop.com or can be sent via email by contacting us on 
sales@armadillorolltop.com  

For further assistance, please contact us on 01905 670033 (option 1) or visit our support site at 
www.armadillorolltop.com
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