
How to remove, clean and replace Armadillo locking bars. -  ARM03

When to use these instructions: 
If the locking bars need replacing, or they have become ‘sticky’, it will be necessary to follow this 
procedure. The instructions apply to both the left and right side.

Before attempting this adjustment, read the instructions carefully and fully. 
THESE INSTRUCTIONS APPLY TO NISSAN NAVARA MODELS ONLY

REMOVAL
1.Remove the black screw in the underside of the rearmost lath (slat).
2.Unscrew the four screws on the underside of the lock. These may be covered by a self adhesive 
foam pad. If so, peel the four corners back to reveal the screws. Retain these screws.
3.Gently pull the lock plate downwards to release the pin from the locking bar. There is no need to 
completely remove the lock.
4.Slowly slide the locking bar out of the lath. As you slide the bar out, you will see a spring appear. 
STOP PULLING THE BAR OUT AT THIS POINT.
5.Carefully remove this spring as soon as it is visible. Retain the spring for later use.
6.Place your hand underneath the slot that located the spring.
7.Pull the bar out very slowly. A small retaining block will drop into your hand. Retain for later use. 
Continue to extract the locking bar.

CLEANING / INSPECTION
1.The locking bar should be free of grease and dirt as this will stop the bar operating smoothly. 
Degrease the bar thoroughly with a degreasing solution. 
2.Inspect the bar for wear and distortion at the end.
3.If the bar needs replacing (rare), contact Armadillo on 01905 670033
4.Ensure the bar slides freely within the lath.

REPLACEMENT
1.Slide the bar into the lath until the slot in the bar reaches the end of the lath.
2.Place the small retaining block (from step 7 above) into the slot with the screw holes facing the 
top/bottom. Slide the bar in about one more inch.
3.Place the screw back into the slot as per step 5 above.
4.Continue to push the bar into the lath until the retaining block lines up with the hole from step 1 
above.
5.Replace the black screw into the retaining block.
6.Push the locating pin on the underside of the lock back into the slot.
7.Tighten the 4 screws that hold the lock in place.

For further assistance, please contact us on 01905 670033 (option 1) or visit our support site at 
www.armadillorolltop.com
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